RSIC THE REVOLUTION IN NOISE CONTROL
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WE DON'T BUILD BUILDINGS-WE MAKE THEM QUIET

PAC International, Inc. Tel: (866) 774-2100 Fax: (866) 649-2710 Web Site: www.pac-intl.com
© 2008 PAC International, Inc. « All Rights Reserved. RSIC® is a registered Trademark of PAC International, Inc.



THE RSIC-1 SOUND ISOLATION CLIP

RSIC-1 Rubber Sound Isolation Clip

RSIC-1 WOOD WALL ASSEMBLIES1 & 2HOUR:

STC 56

2x4 stud wall, RSIC-1, Drywall furring channel, R-19 insulation,
1 layer 5/8" gypsum board each side

UL U305, U309, U311, U331,
U344, U356

9

C6

2x4 stud wall, RSIC-1, Drywall furring channel, R-19 insulation,
1 layer 5/8" gypsum board, 2 layers 5/8” gypsum board

UL U305, U309, U311, U331,
U344, U356

9

C 62

2x4 stud wall, RSIC-1, Drywall furring channel, R-19 insulation,
2 layers 5/8" gypsum board each side

UL U301, U305, U309, U311, U331,
U334, U344, U356
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THE RSIC-1 SOUND ISOLATION CLIP

RSIC-1 Rubber Sound Isolation Clip

RSIC-1 STEEL WALL ASSEMBLIES1 & 2HOUR:

STC 58 )
STC 58

3-5/8" 20 Ga Steel Stud, RSIC-1, Drywall furring channel, R-19 insulation,
1 layer 5/8" gypsum board each side . (}_“ssm,%

UL U419, U423, U440, U451, .ﬁrn@us

U453, U465, U473 1 HOUR

STC 62
STC 62
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3-5/8" 20 Ga Steel Stud, RSIC-1, Drywall furring channel, R-19 insulation, [ )
1 layer 5/8" gypsum board, 2 layers 5/8” gypsum board . (}_“ssw% II
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10R 2HOUR

UL U419, U423, U440, U451, — '{l:@us
U453, U465, U473

STC 64
STC 64

3-5/8" 20 Ga Steel Stud, RSIC-1, Drywall furring channel, R-19 insulation,
2 layers 5/8" gypsum board each side . (}_“ssm,%

UL U419, U423, U440, U451, .ﬁY'{l:@us

10R 2HOUR

U453, U465, U473

STC41 STC 49 STC 56 STC 48
1 HOUR 1 HOUR No Rating 1 HOUR
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THE RSIC-V SOUND ISOLATION CLIP

RSIC-V ValueLineof Clips

RSIC-V WOOD WALL ASSEMBLIES1HOUR:

B
STC 53 {4
2x4 stud wall, RSIC-V, Drywall furring channel, R-19 insulation, 1 M
1 layer 5/8” gypsum board each side 4
1 HOUR: U305 RS : 1 HOUR
[H us
0
|
STC 58 ||
2x4 stud wall, RSIC-V, Drywall furring channel, R-19 insulation, | M
1 layer 5/8" gypsum board, 2 layers 5/8” gypsum board II
1 HOUR U305 Q‘;‘ASIF;% :: 1 HOUR
[H us ‘
i |
: : |
STC 60 D i
2x4 stud wall, RSIC-V, Drywall furring channel, R-19 insulation, |t b M
2 layers 5/8” gypsum board each side B
. A0 HE
1 HOUR: U305 RS _: 1 HOUR
[H us : —nL

RSIC-V STEEL WALL ASSEMBLIES1 & 2 HOUR:

STC 53 (20GA) ST C 54 (25 GA) 7__"1 :
3-5/8" 20 or *25 Ga Steel Stud, RSIC-V, Drywall furring channel, R-19 insulation, | N STC 53 (206A)
1 layer 5/8" gypsum board each side [ : * STC 54 (25 GA)
1 HOUR: U419 4l
0 1HOUR
*25 Gaspacing 24" x 24" oc. c Us I
1 R
STC 58 :
3-5/8" 20 Ga Steel Stud, RSIC-V, Drywall furring channel, R-19 insulation, | _STC 58
1 layer 5/8" gypsum board, 2 layers 5/8” gypsum board |
1 HOUR: U419 RS i 1 HOUR
*25 Gaspacing 24" x 24" oc. ¢ us [ :
STC 62 Him
FH
3-5/8” 20 Ga Steel Stud, RSIC-V, Drywall furring channel, R-19 insulation, | _STC 62
2 layers 5/8" gypsum board each side b |
1& 2HOUR: U419 RS 1 10R 2 HOUR
*25 Gaspacing 24" x 24" oc. ¢ us 3k SE
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THE RSIC SOUND ISOLATION CLIP

UL L521, L528, L534, L542, L546, L550
L562, L576, L579, L 582

A o - L T ]
= gy el el IR B i S

Carpet STCe6l [C 74  ssime,
Hard Wood STC 61 I1C 55 c@us
Tile STC 61 lIC 53

(Open Web Truss)

UL L518, L547, L570, L589

1B \,; \__I:II_,'\_ 17 ‘\ :h_} A ‘._‘llil:f'\ll 2 r-,;;z.\\ljl { \II J,[_;_]' NaataYy, \' By
Car pet STceél IAIC TR (I I
*Hard Wood STC 61 e R ATV ITATA AT A VR ATAVANANA R
Tile STC 61 FIIC 63 S\LUs {11 b g b
* No Acoustical Underlayment Installed /AT AU ASRY

F = Indicates Field Test

RSIC-1 STEEL CEILING ASSEMBLIES1 & 2HOUR

UL L 548, L 573, G551, G552, G534 ]

Carpet sTC60  1lIC70 -
Hard Wood STC 60 TR I R wATA FARATATATATARE FANATAVARATASA FATATAVATATATAY AVATAY
Tile STC 60 FIIC 59 P\ : ' - :

F = Indicates Field Test

RSIC-1 CONCRETE CEILING ASSEMBLIES1 & 2HOUR

UL D900 Type UL Assembly Design P
Carpet STC 60 FIIC 84 A R O S
Hard Wood STC 60 FIIC 74 ot L

Tile STC 60 FI1C 70 c(UL)us 202

Bare STC 60 FIIC 51

F = Indicates Field Test

RSIC-1 STEEL & CONCRETE CEILING
ASSEMBLIES1 & 2HOUR

UL D900 Type UL Assembly Design

REEA

Hard Wood STC 60 FIIC 74 ;@"US

F: Indlcat$ FiddT& I"'.'....'.."". WY MY VY ANV MY YN Y YN Y YN :
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THE RSIC SOUND ISOLATION CLIP

RSIC-1 WOOD/FLOOR CEILING ASSEMBLIES1 & 2HOUR

L owest Cost Floor-Celling System using
RSIC technology.

Eliminate Lt Wt Concrete

UL L502, L513, L514, L 516, e,
L 325, L569, L 590, L593 c USEs

Ceramic Tile, 1/4” Cement Board,

1/2" Plywood, 3/4” T& G Plywood,

2x10 Joist R-19 FGB insulation, RSIC-1
clips, 7/8” DFC, 2 layers 5/8” Gyp Board

Tile: STC57 11C 56
RAL IN08-018 —
UL L502, L513, L 514, L516,
L 325, 1569, L 590, L 593 e

Vinyl, /2" Plywood 3/4” T& G Plywood,
2x10 Joist, R-19 FGB insulation, RSIC-1
clips, 7/8" DFC, 2 layers 5/8” Gyp Board
Vinyl: STC 57 [IC 52
RAL 1N08-016-C

UL L502, L513, L514, L 516, e,
L 325, L569, L 590, L593 c USp

Laminate flooring with 1/8” foam pad ,
1/2" Plywood, 3/4” T& G Plywood, 2x10
Joist, R-19 FGB insulation, RSIC-1
clips,7/8" DFC, 2 layers 5/8" Gyp Board

Hardwood: STC 57 I1C 51

RAL IN08-015

UL L502, L513, L514, L516, =2,

L 325, L569, L590, L593 c

Carpet , /2" Plywood, 3/4” T&G Ply-
wood, 2x10 Joist, R-19 FGB insulation,
RSIC-1 clips,7/8" DFC, 2 layers 5/8” Gyp
Board

Car pet: STC 57 [HC 77
RAL IN08-017-B
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THE RSIC SOUND ISOLATION CLIP

RSIC Safe and Sound f@’us

Wood Wall Systems Solid Wood Floor Ceiling Systems
1 Hour 2 Hour 3 Hour 1 Hour 2 Hour 3 Hour
U301 502
U305 [ 505
U309 | 510
U3ll 511
U320 | 513
U331 | 514
U334 | 516
U340 | 523
U334l | 532
U342 | 569
U344 | 590
U356 | 593
Steel Wall Systems | Joist Wood Floor Ceiling Systems
1 Hour 2 Hour 3Hour 1 Hour 2 Hour 3Hour
U419 U419 | 518
U423 U423 | 547
U440 570
U451 | 589
U320 [ TS| P60-01
U453 Open Web Truss Wood Floor Ceiling Systems
U400 1 Hour 2 Hour 3Hour
U465 | 521
U473 | 508
U493 U493 | 524
V469 | 540
Steel Elevator Shaft Wall Systems | 546
1 Hour 2 Hour 3 Hour L.550
U415 U415 | 562
Steel TrussFloor Ceiling Systems L576
1 Hour 2 Hour 3 Hour Lo79
G501 | 582
G5O [TSTSC60-01
G503 Stedl Joist Floor Ceiling Systems
Gh04 1 Hour 2 Hour 3Hour
G505 G534
Gh07 Go51 GH51
G510 G552
G512 G565
Gh24 Gh24 | 548
G525 G525 | 573
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THE RSIC SOUND ISOLATION CLIPS

RSIC-1 and
RSIC-1 Backer

The only complete
resilient system for

supporting heavy loads.

Cabinets
Projectors
Lockers
Grab Bars
Shelving
Chalk Boards
Flat Screen TV

RSIC-1 Backer
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RSIC-1° SUSTAINABLE
CONSTRUCTION SYSTEMS
SAVE MONEY & GO GREEN

RSIC-1° NOW WITH RECYCLED CONTENT!
Helping you achieve LEED Certification.

MADE IN USA
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PAC INTERNATIONAL IS THE WORLD LEADER

NOISE CONTROL SOLUTIONS.
FIRE SAFE AND QUIET A COMBINATION FOR LIFE!

THE RSIC-1° SUSTAINABLE CONSTRUCTION
SYSTEMS OPTIMIZE:
SPEED, ACCURACY, ACOUSTICAL PERFORMANCE,
AND FIRE PROTECTION CAPABILITIES.

- REDUCE COST

« REDUCE TIME OF CONSTRUCTION

- REDUCE WEIGHT OF THE BUILDING

- REDUCE EXCESSIVE MOISTURE

« REDUCE NUMBER OF SUB-CONTRACTORS

- REDUCE MATERIAL REQUIRED

« REDUCE LONG TERM MAINTENANCE ISSUES
- REDUCE CALL BACKS

REDUCE WITH THE RSIC-1° SUSTAINABLE
CONSTRUCTION SYSTEMS.

The Proof Is In The Testing, Don’t Be Fooled.
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RSIC-1®° SUSTAINABLE
DESIGNSWITHOUT
LIGHT WEIGHT CONCRETE

RSIC-1°
WITH LIGHT WEIGHT
CONCRETE

CARPET STC5711C 78

CARPET STC5511C 78

1/2" plywood, 5/8" plywood, 2x10 wood joist @ 16” oc, 6”
FGB insulation, RSIC-1® @ 24" x 48" oc, 7/8" Hat channel, 2
layers5/8” fire code gypsum board.

3/4” Lt Wt concrete, 5/8”" plywood, 2x10 wood joist @ 16”
oc, 6” FGB insulation, RSIC-1° @ 24” x 48 oc, 7/8” Hat
channel, 2 layers5/8” fire code gypsum board.
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PAC INTERNATIONAL
THE WORLD LEADER IN
NOISE CONTROL SOLUTIONS
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The RSIC-1® sustainable construction systems are a lower cost
alternative to poured in place materials. Eliminating the poured in place
product reduces the total moisture added to your building. Reduce the
cost and time required to complete your projects. Reduce your building
weight, design the same building with less materia. The RSIC-1°
Sustainable construction systems is a Green Design. The RSIC-1
recycled content may help achieve your LEED certification.

The Proof Is In The Testing, Don’t Be Fooled.
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L Inc.

RSIC-1°
Job Site Impact

Light Weight Concrete
Job Site Impact
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